
SIMPLE OPERATION.  SIMPLE OPERATION.  
 
The Combi®Pro allows the use of and convenience 
of codes to manage locker access by end users and 
managers. With its flush mounted contemporary 
design it combines the simplicity of a mechanical 
lock with many features normally only found in  
an electronic lock. 

LOCKER LOCKER 
MANAGEMENT MANAGEMENT 
MADE EASYMADE EASY
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DATASHEETDATASHEET

TECHNOLOGYTECHNOLOGY

Authentication Method Authentication Method Mechanical 

MECHANICALMECHANICAL

Spindle Spindle Standard 8mm, 5⁄16" square

ConstructionConstruction Solid Cast Zamac Body 

Master Key OverrideMaster Key Override High Security Key with 1,400 
Combinations

Code CombinationsCode Combinations 10,000 Possible Code Combinations

ENVIRONMENTAL CONDITIONSENVIRONMENTAL CONDITIONS

TemperatureTemperature From -10°C to 42°C  /  14ºF to 108ºF 
(indoors)

HumidityHumidity < 97 % (Non-condensing)

ProtectionProtection IP65 (Suitable for wet and dry areas)

COMPATIBILITYCOMPATIBILITY

Door MaterialDoor Material Laminate / Glass / HPL Laminate / 
Metal / Melamine

Door ThicknessDoor Thickness
Accommodates doors from 1mm, ¹⁄³²" 
to 20mm, ¾" thick (for thicker doors 
contact us)

Door HandingDoor Handing Non-handed, suitable for both 
RH/LH doors

USEAGE MODESUSEAGE MODES

Public ModePublic Mode
Locker can be shared by multiple users, 
one at a time. Each using their own 4 
digit code to lock and unlock.

Private ModePrivate Mode Locker can only be opened and locked 
by the same 4 digit code every time.

SPECIFICATIONSSPECIFICATIONS

 ● Key Free Operation – No need to manage or issue keys.

 ● Public and Private use modes on each lock – Allows 
management to switch lock operation mode when required.

 ● Integrated Code Finder – Management can recover lost code 
and reset lock if required. 

 ● Lock Status Indicator – Identifies if locker is free or occupied.

 ● Integrated Pull Handle – Facilitates easy door opening  
(flush no handle option available).

 ● Low Maintenance – Robust mechanism, no batteries required.

 ● ADA Options* – Accessories available to assist ADA users.

 ● Key Override – Ability to override all codes with master key.

 ● Interchangeable Key Cores – Giving ultimate management key 
control should a key be lost or compromised, without the need 
to replace complete locks. Cores are supplied keyed alike.

FEATURES FEATURES & BENEFITS& BENEFITS

INTERCHANGEABLE INTERCHANGEABLE 
CYLINDER CORECYLINDER CORE

REMOVE KEYREMOVE KEY
WITH RED FOBWITH RED FOB

METAL METAL 
MASTER KEYMASTER KEY
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FIXING TEMPLATEFIXING TEMPLATE

CUSTOM COLORSCUSTOM COLORS

OPTION BASED OPTION BASED 
ON SUPPLIED ON SUPPLIED 

PANTONE COLOR PANTONE COLOR 
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